
REBUILD PROCEDURES 

INSTALLATION INSTRUCTIONS 
OPERATION INSTRUCTIONS 
MAINTENANCE PROCEDURES 

 

FABRICATED TOPPLATE 
JSK36NSL 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Item Description Part No. Item Description Part No. 
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Wear ring bolt 
Wear ring 
Lock jaw pivot pin 
Rubber Bushing 
Bracket pin – Ø50mm 
Tab washer 
5/8-11 x 3/4 lg. Hex bolt 
Plate spring 
Washer 
Hex bolt 
Release handle 

 

NT0000005 
SK 2105-19 
SK 2106-67 
SK 2905-94 
SK 79011-19 
SK 79026-02 
SK 70202-31 
SK 70993-00 
NT0000040 
NT0016000 
SK 2905-125 
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Pivot bolt assembly 
Locking bar bolt assembly 
Lever 
Locking bar 
Lock jaw 
Lock jaw spring 
Cotter pin 
Adjusting screw with hex nut 
Double tension spring 
Rebuild Procedures 
Info Pack 

 

SK 3521-11 
SK 2921-02 
SK 2905-127 
SK 2905-06 
SK 1489L 
SK 847 
NT0000108 
SK 2905-51 
SK 3105-20 
LT SK36N-06 
SK 75020-13 

 
 

Major Rebuild Kit Minor Rebuild Kit (see pg. 34) 
Complete Topplate -L.H. Only 

Includes Items 1-21 above
Cushion and Lock Jaw - L.H. Only 

Includes Items 1- 3 &16-18 

 
Order Number 

Weight  
Order Number 

Weight 

SK 75013-04 34 lbs SK 75013-05 7 lbs 
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SK 75014-06 

SK 75014-03 
 (Bushings Only) 

SK 75013-10 

21 

22 

SK 75013-20N 


